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9.1 General 

The details plan sheet is used to show ANY design information that cannot be shown on the 
standard designated plan sheet.  This is typically due to a drafting space issue; for example, the 
pole entrance chart is contained on a separate details plan sheet because there is not enough 
room on the signal plan sheet to show all the pertinent signal design information.  Other 
common design information shown on detail sheets includes customized diagrams created 
from Standard Details.  
 
This chapter will cover the two basic types of information routinely contained on the details 
plan sheet; the pole entrance chart and custom details created from standard details.   

9.2 Pole Entrance Chart - General 

The pole entrance chart lists the micro details related to the signal pole and all mounted signal 
equipment.  Some of the information listed in the pole entrance chart is redundant (e.g. the 
mast arm length is listed on the signal plans AND in the pole entrance chart), but this chart aids 
in reviewing signal pole submittals and also serves as a quick glance summary for how many 
and what type of poles are needed for the project. 
 
There are two default types of pole entrance charts; one for mast arms (See Section 9.3) and 
one for span wires (See Section 9.4). 

9.2.1 When is a pole entrance chart needed? 

A pole entrance chart is required for any work that involves installing a new push button 
post, pedestrian/vehicle pedestal, or signal pole.  

 
A pole entrance chart is recommended for any work that modifies the equipment 
located on an existing mast arm, span wire, or signal pole.  The exception to this 
recommendation is for minor modifications where all the necessary information 
(contained in the pole entrance chart) can be very clearly shown on the signal plan 
sheet. 

 
If the project involves a combination of mast arms and span wires, both charts will need 
to be included.  
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9.3 Pole Entrance Chart ς Mast Arm 
The following section discusses how to fill out the mast arm pole entrance chart properly.  If any of the 
columns do not apply to the pole that is being detailed, leave those columns blank. 

9.3.1 First 3 Columns 

The first 3 columns list the basic pole identifiers: the unique pole number, the signal plan sheet 
the pole is located on, and the type of pole it is (signal pole type as per standard drawing 
TM650, pedestrian pedestal, vehicle pedestal or pedestrian push button post).  See  
Figure 9-1.   
 
Figure 9-1 | Basic Pole Information 

 

 

9.3.2 Equipment on the Pole 

The next five columns detail all the equipment that is located on the pole itself.  All equipment 
that is located on the pole itself is measured by degrees to ensure the correct orientation of the 
equipment.  The degrees are measured to the nearest 5 degree increment. 
 
The pedestrian signal degrees column shows the location of the clamshell mount for the 
pedestrian signal (which is 90 degrees from the face of the signal indication).  If more than one 
pedestrian signal indication is mounted to a pole ŀƴ άϧέ ǎȅƳōƻƭ is used between the two 
locations.  See Figure 9-2. 

 
Figure 9-2 | Pedestrian Signal Degrees 
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For a mast arm pole, the degrees are measured clockwise from the centerline of the mast arm.  
Pedestrian signals should be mounted at or near 90 degrees and 180 degrees on a mast arm 
ǇƻƭŜ όƭƻŎŀǘŜŘ ƻƴ ǘƘŜ άōŀŎƪ-ǎƛŘŜέ of the mast arm pole).  See Figure 9-3.  They may be mounted 
ƻƴ ǘƘŜ άŦǊƻƴǘ ǎƛŘŜέ ƻŦ ǘƘŜ mast arm pole (at or near 0 degrees and 270 degrees) if that location 
provides better line of sight within the crosswalk, but keep in mind that pedestrian indications 
located on the front side of the pole are more vulnerable to being damaged by large trucks 
making a right turn at the intersection.  See Figure 9-4.  Note that the degrees for mast arm 
poles are measured differently than degrees for pedestals; pedestal degrees are measured from 
the north arrow.  See Figure 9-5. 
 
 
Figure 9-3 | Pedestrian Signal Degrees ς Pole 1 Example 

 

 
 
 
 
 
 
Figure 9-4 | Pedestrian Signal Degrees ς Pole 2 Example 
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Figure 9-5 | Pedestrian Signal Degrees ς Pole 3 Example 

 

 
 

 

The origin for measuring degrees is NOT the same for mast arm poles (clockwise from arm) 
and pedestals (clockwise from the north arrow).   

 
When two pedestrian indications are mounted to the same pole, the acute angle between the 
two pedestrian heads should be 90 degrees or greater on a large diameter pole (mast arm and 
strain poles) and shall be 90 degrees or greater on a small diameter pole (pedestals).  See Figure 
9-6.  When the indications are placed closer than 90 degrees several things may occur: 

¶ The indications can be occluded 

¶ The clamshell mounting brackets cannot be installed (the hardware for each indication 
would overlap) 

¶ It may be difficult to fully open the clamshell  and/or the pedestrian indication for 
maintenance  

 
Figure 9-6 | Pedestrian Signal Degrees ς Angle Between Two Pedestrian Indications 
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The terminal cabinet degrees shows the location of the factory welded hub required to mount the 
terminal cabinet to the signal pole (see TM450 and TM488 for additional details).  See Figure 9-7.   
Pedestals do NOT have a terminal cabinet.  For mast arm poles, the terminal cabinet degrees should be 
located at 180 degrees unless there is some obstruction which would make accessing the terminal 
cabinet difficult at 180 degrees.  See  
 

Figure 9-8.  The Region Electrical Crew will provide direction on the best location to mount the terminal 
cabinet in these situations. 

 
Figure 9-7 | Terminal Cabinet Degrees 

 

 
 
Figure 9-8 | Terminal Cabinet Degrees: Access Obstruction 

 

Terminal Cabinet Located at 180 
degrees difficult to access due to 
fence. 
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The sign degree column shows the location of the face of the sign mounted on the signal pole, 
typically a guide sign.  See Figure 9-9.  The other details for the guide sign fabrication and 
mounting will be shown on the signing plans and will be paid for as a sign bid item (not under 
the lump sum traffic signal bid item). Guide signs mounted to signal poles must meet the 
requirements shown in standard drawings TM650 and TM680 (such as a maximum area of 60 
square feet, maximum height of 7 feet and maximum width of 12 feet).  If at all possible, the 
guide sign should be designed to fit within these parameters.  If the sign cannot be meet these 
requirements and cannot be mounted in a different location, then a standard signal pole cannot 
be used and a custom designed pole must be used.  
 
If a sign other than a guide sign is mounted to the pole (i.e. a NO TURN ON RED sign), this 
column can be used to detail the orientation.  In the case where multiple signs are mounted to 
the same pole (i.e. guide sign AND a regulatory) it is recommended to add a column to the 
άŜǉǳƛǇƳŜƴǘ ƻƴ ǇƻƭŜέ to distinguish between the two signs.  See Figure 9-13.  Multiple signs on 
the same pole must be evaluated to ensure that a standard pole will accommodate the loading 
as per TM660 and TM680.   

 
Figure 9-9 | Sign Degrees (typically for a guide sign) 
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The traffic signal degree column shows the location of the face of the vehicular signal indication 
mounted on the pole.  See Figure 9-10.  Vehicular signal indications are not typically mounted to 
signal poles unless there is need for a near-side signal indication or the intersection 
geometry/phasing requires unique placement of the signal indication. 
 
Figure 9-10 | Traffic Signal Degrees 

 

 
 
 

The origin for measuring the degrees is NOT the same for mast arm poles and pedestals.   
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The photo-electric cell column shows the location of the mount used for the photo electric cell.  
See Figure 9-11.  The photo-ŜƭŜŎǘǊƛŎ ŎŜƭƭΩǎ ǎŜƴǎƻǊ Ƴǳǎǘ ōŜ ƻǊƛŜƴǘŜŘ ǘƻ ǘƘŜ ƴƻǊǘƘ ǘƻ ƻǇŜǊŀǘŜ most 
effectively, so when mounting the photo electric cell to the pole, eƴǎǳǊŜ ǘƘŀǘ ǇƘƻǘƻ ŎŜƭƭΩǎ ǎŜƴǎƻǊ 
will NOT be pointed directly at the signal pole.  See Figure 9-12.   

  
Figure 9-11 | Photo Electric Cell 

 

 
 
 
 
 
 
 

 
Figure 9-12 | Photo Electric Cell Orientation 
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¢ƘŜǊŜ Ƴŀȅ ōŜ ŎŀǎŜǎ ǿƘŜǊŜ ŀŘŘƛǘƛƻƴŀƭ ŎƻƭǳƳƴǎ Ƴŀȅ ƴŜŜŘ ǘƻ ōŜ ŀŘŘŜŘ ǘƻ ǘƘŜ άŜǉǳƛǇƳŜƴǘ ƻƴ 
ǇƻƭŜέ ǎŜŎǘƛƻƴΦ  ¢ȅǇƛŎŀƭ ŜȄŀƳǇƭŜǎ ƛƴŎƭǳŘŜ ŀ ŎƻƭǳƳƴ ŦƻǊ ǘƘŜ άŎǊƻǎǎǿŀƭƪ ŎƭƻǎŜŘέ ǎƛƎƴ ƛŦ ƛǘ ƴŜŜŘǎ ǘƻ 
be mounted to the signal pole ƻǊ ŀ ά/ŀƳ. Deg.έ ŎƻƭǳƳƴ ƛŦ ŀ ǾƛŘŜƻ ŘŜǘŜŎǘƻǊκL¢{ ŎŀƳŜǊŀ ƛǎ 
mounted to the pole.  See Figure 9-13.  A column is NOT needed for pushbuttons as these are 
installed as per standard drawing TM467 and can only be installed in one orientation.    
 
Figure 9-13 | Adding Columns 

 
 

 

9.3.3 Equipment on the Mast Arm 

The next columns show all the equipment located on the mast arm.  See Figure 9-14.  The first 
column shows the mast arm length.  The following columns list each piece of equipment that is 
located on the mast arm, starting from the tip of the mast arm and going towards the signal 
pole.  For each piece of equipment, the distance in feet from the tip of the mast arm 
(numerator) AND a description of the type of equipment (denominator) is included.  The 
description is a standard abbreviation that is defined in a legend.  The distance is shown in 
decimal format, with measurements rounded to the nearest half foot. 
 
Figure 9-14 | Mast Arm Equipment 
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9.3.4 Foundation Information 

The foundation information columns show the foundation number and the foundation depth for 
each signal pole.  See Figure 9-15.  The foundation number is specific to the type of mast 
ŀǊƳκǎǘǊŀƛƴ ǇƻƭŜ ǘȅǇŜ ǳǎŜŘ ŀƴŘ ƛǎ ŦƻǳƴŘ ƻƴ ǎǘŀƴŘŀǊŘ ŘǊŀǿƛƴƎ ¢aсро ƛƴ ǘƘŜ άǎǘŀƴŘŀǊŘ 
ŦƻǳƴŘŀǘƛƻƴǎέ ŎƘŀǊǘΦ  The foundation depth is determined using site specific information 
documented in a geotechnical report according to the ODOT Traffic Structures Design Manual.  
This report is produced by the Geotechnical Engineer once the location of the signal poles has 
been determined.   The foundation depth is shown in decimal format to the tenth of a foot.  The 
geotech report is also referenced on the plan sheet just below the pole entrance chart with the 
name of the agency/firm that produced the report and the date of the report. 
 
Do NOT include any foundation information for pedestrian pedestals, vehicle pedestals or 
pedestrian push button posts as these standard foundations do not have any variables and are 
installed according standard drawing TM457.  Leave these columns blank.    

 
Figure 9-15 | Foundation Information 
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9.3.5 Luminaires 

The illumination columns show the details for the luminaires mounted on signal poles.  See 
Figure 9-16.  The information comes from the illumination analysis.  The following are typical 
values for illumination: 
 

 15 foot arm length 
 

 0 arm degrees όƛΦŜΦ άƛƴ-ƭƛƴŜέ ǿƛǘƘ ǘƘŜ Ƴŀǎǘ ŀǊƳύ  
 

 35 to 40 foot mounting height 
 

 Standard luminaire type is LED 
 

 Standard fixture type for LED is Type 3.   
 

 Standard wattage is from 130 to 275, depending on design. 
 
 
 
 

Figure 9-16 | Luminaire Information 
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9.3.6 Orientation Diagrams 

The orientation diagrams provide a legend for how to read the information provided by the pole 
entrance chart.      
  
There are two standard orientation diagrams that are included with the pole entrance chart: 

 The mast arm orientation diagram.  See Figure 9-17. 
 The pedestrian pedestal/vehicle pedestal orientation diagram (included only if this 

type of pole is used on the project).  See Figure 9-18. 
 

 
 Figure 9-17 | Mast Arm Orientation Diagram 

 
 

 
 

Figure 9-18 | Pedestrian Pedestal/Vehicle Pedestal Orientation Diagram 
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9.3.7 Detailing Dual Mast Arm Pole in the Pole Entrance Chart 

A dual mast arm pole is a custom designed pole and requires a few more pieces of information 
in the mast arm pole entrance chart (and signal plan sheet) than a standard mast arm pole.  In 
addition, there is a specific pole orientation diagram that must be used for dual mast arm poles. 

 
A dual mast arm pole has ƻƴŜ Ƴŀǎǘ ŀǊƳ ƭŀōŜƭŜŘ ά!έ ŀƴŘ ƻƴŜ ƭŀōŜƭŜŘ ά.έ as per the orientation 
diagram.  This clearly designates which arm is being detailed in chart.  See Figure 9-19.  If 
possible (e.g. there is only one dual mast arm on the project or each dual mast is oriented in the 
same way), rotate the dual mast arm in the orientation diagram to match the orientation in the 
signal plan sheet.  See Figure 9-20. 

 
Figure 9-19 | Twin Mast Arm Pole Orientation Diagram 
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Figure 9-20 | Twin Mast Arm Pole Orientation Diagram ς Rotated 

 

 
 
 
The information presented in section 9.3.7 applies to dual mast arm poles, with the Figure 9-21 through 
Figure 9-25 showing the slight modifications necessary to properly detail a mast arm pole in the pole 
entrance chart.   
 
 
 

Figure 9-21 | Twin Mast Arm Pole ς Pole Entrance Chart 
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Figure 9-22 | Twin Mast Arm Pole ς Equipment on Pole 

 
 
 

 
 
 
 
 
 
 
 

Figure 9-23 | Twin Mast Arm Pole ς Equipment on Mast Arm 
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Figure 9-24 | Twin Mast Arm Pole ς Foundation Information 

 
 
 

 
 
 
 
 

Figure 9-25 | Twin Mast Arm Pole ς Luminaires 

 
 
 
 
 

 
 
 


















